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HEE P=38.1Tmm

812GT/815GT

812GT/815GTHR I

Pitch P=38.1Tmm

812GT/815GT Series

C13SGT O R RBIR AN 80 33/20 2.77 1.86
Martensitic Chromium 6.25 1406

C18S GT Stainless Steel 90 325/46 3.49 2.34

SSB12-K325GT | SEMMHFHR 80 | 33/20 THE®E 2.76 1.85
Ferritic Chromium Nitrile 77.6 31/8 5.8 1305

8S812-K450 GT Stainless Steel 90 |325/46| ButadieneRubberr 3.47 2.33

SSA815-Ka2sGT | REMEBATER 80 | 33/20 2.83 1.90
Augemtu_: 5.6 1260

Chromium-Nickel
SSA 815-K450GT Stainless Steel 90 325/46 3.57 2.40
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chain no. indicates the working surface of the metal chain is
fastened together with rubber, providing a good grip effect. The
series are used on an inclined conveyor with a higher requirement
of limited—slip or with an angle less than 20° inclusive;

2.Working temperture: from -30°C to +120°C:

3. With the properties of high oil resistance, grease resistance and
acid-resisting:

4 For the incha with the same width, there are 3 kinds of different
materials to be available as an option, using to many different
workplaces;

5.When supplied, the standard length of each chain is 3.048m (10ft),
total 80links.
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