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HS CHAIN

www.hschain.com.cn

AEEWMME ETNHE Stainless Steel Sideflexing Flat Top Chains

CCxSB &% “IN” MEmR CCXSB Series “[]” Type Bevel
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CC13SB-6 82.5 31/4 490 197/24 2.85 1.91
CC14SB-6 88.9 31/2 460 197/24 2.99 2.01
CC16SB-6 i T 101.6 4 460 181/9 3.21 2.16
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CC18SB-6 Cgromllum-gtlckfl 114.3 41/2 490 197/24 3.53 2.37
tainless Stee!
CC24SB-6 152.4 6 600 23 28/45 4.28 2.88
CC30SB-6 190.5 71/2 - 490 197/24 5.06 3.40
YLEA: 1. FHEEKSBIEEES MEMN “T” B2FEHE, Bt Note: 1.As the underside of chain is welded a 8° inclined "[]" Type Bevel, it
HETFIEENHMERHITHBIZITH, B EKRIEER can eliminate the trend of lifting and turning over when the chains are
I Ra S having a curved running in a given track;
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2.When the chain and the bevel are together welded, it will produce hot
deformation and have a colour change in the welding heat affective
area. To keep a good flatness and appearance of chain, the working
surface of the chain that has been welded needs to be polished by
grinding;

3.The width of the track in the curve conveying section is 41.5mm, and
the one of the track in the straight conveying section is 44.5mm;

4.The Series are only suitable for using on the Chinese market;

5.When supplied, the standard length of each chain is 3.048m (10ft), total
80links.
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