CATENE RINFORZATE HI-PWR-S-HK
CHIAN HEAVY POWER HI PWR-S-HK

®
DAIDO KOGYD CO., LTD.

Dimensional drawing
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Dimensions i
DID DB e
Roller Min. Max. S
S o Roller Pin Plate tensile  Allowable Weight
Chain No. P width dia. strength load
W D

d E G g T H h kN kN kg/m
DID HI-PWR-S 80HK 25,40 1588 15,88 794 359 387 206 40 241 208 854 22,5 3,12

DID HI-PWR-S 100HK 31,75 19,05 19,05 954 42,7 458 244 48 30,1 260 132 34,3 4,37

DID HI-PWR-S 120HK 38,10 2540 22,23 11,11 53,2 565 299 56 362 31,2 171 45,1 6,39

DID HI-PWR-S 140HK 44,45 2540 2540 12,71 569 61,7 333 64 42,2 363 222 60,8 9,25

DID HI-PWR-S 160HK 50,80 31,75 28,58 14,29 670 716 382 71 482 414 282 77,4 11,48

DID HI-PWR-S 180HK 57,15 35,72 3571 1746 749 808 433 80 543 466 422 91,2 15,55

DID HI-PWR-S 200HK 63,50 38,10 3968 1985 84,7 91,7 494 95 60,3 52,0 520 112 20,13
DID HI-PWR-S 240HK 76,20 47,63 47,63 23,81 1085 1163 61,7 12,7 72,3 62,0 803 155 29,72
Note.

1. HJ type connecting links are Interference fit type with spring pin and used for DID all sizes.
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