CATENE RINFORZATE HK
CHIAN HEAVY POWER HK

®
DAIDO KOGYD CO., LTD.
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Dimensions )
DD Do
PN Max. Appros.
Roller tenszile  Allowable Welght
Bink Pin Transwerse Plate strength load
Pitch width  Roller Pitch kg/m
Chain Mo. P W da.D0 d E F G e g c T H h kM kM
DID 40HK 12,70 7,95 7,92 397 185 19,5 = 0,5 - - 2,0 12,0 10,4 196 4,51 0,72
DID S0OHK 15,875 9,53 10,16 509 21,8 234 - 12,6 - - 24 150 13,0 33,3 7,85 1,12
DID 60HK 19,05 12,70 11,91 596 28,7 30,5 31,2 16, 169 = 3,2 18,1 15,6 47,1 10,7 1,81
DID 80HK 35,5 s 38,7 81,3 16,6 2,97
DID BOHK-2 25,40 15,88 15,88 7,94 68,5 - 71,2 180 206 32,6 40 24,0 20,8 162 28,3 5,88
DID BOHK-3 101,22, - 104,0 244 41,6 B, 76
DID 100HK 42,7 - 45,8 123 26,4 4,16
DID 100HK-2 31,75 19,05 19,05 9,54 82,0 - B5,0 21,4 244 39,1 48 299 26,0 248 45,0 8,23
DID 100HK-3 124,14 .- 1241 369 66,1 12,27
DID 120HK 53,2 = 56,5 167 34,3 6,08
DID 120HK-2 38,10 25,40 22,23 11,11 102,72 - 105,5 26,6 299 489 56 359 31,7 334 58,3 12,04
DID 120HK-3 151,1 - 154.4 501 85,8 17,94
DID 140HK 56,9 = 61,7 217 45,1 8,81
DID 140HK-2 = 44,45 25,40 25,40 12,71 109,2 -  114,0 285 33,3 52,2 64 41,9 36,3 434 76,6 17,44
DID 140HK-3 1614 - 16,2 651 113 25,99
DID 160HK 67,0 - 71,6 278 58,8 10,93
DID 160HK-2 50,80 31,75 28,58 14,29 1290 - 133,6 33,5 38,2 619 71 47,8 41,4 556 100 21,64
DID 160HK-3 191,99 = 195,6 B34 147 32,24
DID 180HK 74,9 = 20,8 402 71,5 14,81
DID 1BOHK-2 57,15 35,72 35,72 17,46 144,2 - 150,0 37,5 43,3 69,2 8,0 53,8 46,6 g04 121 29,32
DID 1B0HK-3 213,55 - 219,3 1200 178 43,69
DID 200HK 84,7 = 91,7 487 83,3 159,17
DID 200HK-2 63,50 38,10 39,68 19,85 163,00 - 1700 42,4 494 783 95 60,0 52,0 974 141 37,95
DID 200HK-3 2414, - 248.4 1461 208 56,55
DID 240HK 108,5 - 116,3 b :] 112 28,30
DID 240HK-2 76,20 47,63 47,63 23,81 209.9 - 2176 54,2 61,7 101,2 12,7 71,5 62,0 1536 191 56,03
DID 240HK-3 3111 - 3188 2304 281 23,48

Mote.

1. Rl type connecting links are used for DID 25- 60.

2. Cl type connecting links are used for DID 80 or larger.

3. HI type connecting link are Interference fit type with spring pin and used for DID 80 or lager.
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